
Material

•	 Construction:  High closing force / tension-resistant  

and tight connection due to special double-wire system.

•	 Material:  1.4301 stainless steel 

•	 Material Grade: W4

Applications

•	 Special clamp for securing all Master-PUR Foil (SL-F, L-F, 

H-F, and HH-F) and Extruded (L-X, H-X, and HH-X) clock-

wise right-handed spiral hoses in available sizes.

Properties

•	 Microbe-resistant

•	 Easy to assemble

CONNECTING & INSULATION ELEMENTS 
SPECIAL CLAMP FOR MASTER-PUR SL, L, H, HH

Construction

•	 Hose clamp with one or more worm-gear drive

•	 Hexagon head screw

Standard Production

•	 Diameter: 1.5” to 10”

Torque

•	 Maximum recommended installation of torque  

is 42 lb.-in. (4.7 Nm)

Note: damage may occur to the clamp or connector  

if tightened above maximum recommendation.

Special clamp for connecting Master-PUR Foil (SL-F, L-F,  
H-F, HH-F) and Extruded (L-X, H-X, HH-X) clockwise right-
handed spiral hoses.

Master-Grip Double Wire Clamp, screw-fitting



Dia
(in)

Hose Dia
Clamping 

Range
(in)

Product  
CodeSL-F, L-F, L-X 

(in)

H-F, H-X,  
HH-F, HH-X 

(in)
1.6 1.5-1.8 1.6 1.5-1.8 002194

2.0 2.2-2.4 2.0-2.2 2.0-2.4 002195

2.4 2.6-2.8 2.4-2.6 2.5-2.8 002196

3.2 3.2 3.0-3.2 3.0-3.3 002197

3.5 3.5 3.5 3.3-3.8 002198

4.0 4.0 4.0 3.5-4.3 002199

4.3 4.3-4.5 4.3-4.5 4.0-4.6 002200

4.7 5.0-5.1 4.7-5.1 4.7-5.3 002201

6.0 6.0 6.0 5.8-6.3 002202

6.4 6.4 6.4 6.1-6.6 002203

6.7 6.7-7.1 6.7-7.1 6.6-7.2 002204

8.0 8.0 8.0 7.8-8.5 002205

9.0 9.0 9.0 8.7-9.5 002206

10.0 10.0 10.0 9.7-10.5 002208
We recommend our standard clamp with worm-gear drive or our heavy-duty clamp with bolts for securing 
other spiral hoses.

Master-Grip Double Wire Clamp

100226     Clamp Double Wire Clamp, screw fitting
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